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Processor Freescale iMX28: SOM ARM 9™
Software LINUX3.17 /)
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GHTA MCiIMmXa8 Low Power ARMA™ som

It's a low-cost solution ideal for low-power applications. It's based on the Freescale i.MX28 processor that
integrates the power management an a rich set of peripheral. The main application fields of the Module
are Industrial, Automotive and Security.

DODD

wwwmaselettronica.com



CPU GHITA iIrmX28

CPU

CPU name i.MX283, i.MX287
CPU type ARM926E)-S
Cores x1

CPU Clock (Max) 454Mhz

PERIPHERALS

MMC/SD Cards 1x uSD connector
Ethernet 2x 10/100 Ethernet Controller
one int-one ext
UsB 1x USB 2.0 high-speed HOST interface;
1x USB 2.0 high-speed OTG interface
UART 4x UART
SPI 2x SPI
12C 2x 12C
CAN 2x CAN
GPIO variable, shared with other peripherals
WIFI/BT Wifi 802.11 b/g/n and Bluetooth
BLE module
Video output LCD 3,3V 24 bit
Touch Panel 4 wire resistive
Audio Codec audio or I12S on b2b connector
SPDIF 1X SPDIF INTERFACE
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FLASH up to 1GB NAND

RAM up to 256Mbyte DDR2

uSD up to 64Gyte uSD

SOFTWARE SUPPORT

(e} linux kernel 3.17 Yocto

Graphic Qt Embedded

MECHANICAL SPECIFICATIONS

Dimensions 74.3 mm x 51.44 mm

ELECTRICAL SPECIFICATIONS

Power supply 5V(STD)

Consumption 500mW (operational);
90mW(stby)

TEMPERATURE

Commercial temp. (0, +70°C) Available

Industrial temp. (-40, +85°C) Available

LONGEVITY
Minimum availability 2026

For order or info






